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1. CAMERA B-191 was USED IN MISSION 399 FLOWN 29 MARCH 1965, [Z{[TI0
PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH SUPPCEN. R
2. ORIGINAL NEGATIVE: - A 0
o biaap_

A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD, ;

B. O9R SIDE: FINE EDGE FOG AND MINOR STATIC DISCHARGES ARE CQN=— I
SISTENTLY PRESENT ON THE OUTBOARD EDGE BUT ARE INTERMITTENT ON THE :
INBOARD EDGE. CAMERA ROLLER INDUCED DISCHARGES ARE FAINT AND IN- |
FREQUENT ON THE INBOARD EDGE ONLY. THE INBOARD EDGE ALSO CONTAINS :
INTERMITTENT PLUS DENSITY STREAKS WHICH ARE MORE PROMINENT TOWARDS
THE END OF THE MISSION. A SINGLE MINUS DENSITY SPOT IS cousxsrzurL?

*PRESENT 1.95" FROM THE OUTBOARD EDGE OF THE FILM AT THE TAKE- UT END
OF FRAMES 0001 THRU 2168, TWO MINUS DENSITY SPOTS APPEAR AT THAT
LOCATION IN FRAMES 2161 THRU 2648, SPACED #.55" APART. FRAMES 840
AND 2131 CONTAIN MANUFACTURER'S SPLICES AND A HEAT SPLICE IS PBRESENT
WITHIN THE FORMAT OF FRAME 1281,

C. 9L SIDE: BOTH EDGES CONTAIN FINE EDGE FOG AND MINOR
STATIC DISCHARGES. FRAMES 902 THRU 188 CONTAIN A ROW OF MINJS
DENSITY SPOTS 2.16" FROM THE OUTBOARD EDGE OF THE FILM AND SPACED ”ﬁ%ﬂ%;émf&i
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1.60" APART. NARROV PLUS DENSITY STREAKS ARE PRESENT INTERMITTENTLY
THROUGHOUT THE FRAME CENTERS AND IRREGULAR PLUS DENSITY STREAKS ARE
INTERMITTENT AND ROUGHLY PARALLEL TO THE INBOARD EDGE APPROXIMATELY
@.70" INSIDE THE FORMAT. A HEAT SPLICE IS POSITIONED WITHIN THE
FORMAT OF FRAME 1337, A MANUFACTURER'S SPLICE IS PRESENT BETWEEN
FRANES 2293/2294, FRAMES 281, 861, AND 862 CONTAIN LIGHT LEAKS.

D. BOTH SIDES: THE TITLED FRAMES ARE NUMBERED @881 THRU 2640.

E. THERE WERE NO MAJOR CAMERA MALFUNCTIONS OR PROCESSING
ANOMALIES.

3. DUPLICATE POSITIVE:

A. THE PI SUITABILITY IS GOOD.

B. PRINTING AND PROCESSING ARE GOOD.

C. CLOUD COVER OBSCURES APPROXIMATELY 25 PERCENT OF THE TERRAIN
INAGERY.
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